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Electromagnetic Lock For Single Door 
Voltage Input : 12 DC/24 D

Current Draw : 12V/500mA ; 24Vi250mA(土5%)

Holding Force : up to 600lbs/750lbs/1200lbs

Hall Effect Contact : SPDTrated 2Aat 24 DC

Anti-Rust Surface Treatment : Blue Zinc

PlatingOperating Temperature : 0~55°C ( 32~131°F)

Operating Humidity : 0~95% ( non condensing)

Weight ( Magnet): 1.1 kg (士1%)
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Compliance:EN61000/EN60730
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Compliance:EN61000/EN60730

Electromagnetic Lock For Double Door 

Electric Bolt

Shear Lock

Electric Strike

Electric Strike For Panic Exit Device

Electric Strike For Panic Exit Device

Floor Mouted Electromagnetic Door Holder

Voltage Input : 12 DC/24 D

Current Draw : 12V/500mA ; 24Vi250mA(土5%)

Holding Force : up to 600lbsx2/750lb /1200lbs

Hall Effect Contact : SPDTrated 2Aat 24 DC

Anti-Rust Surface Treatment : Blue Zinc

PlatingOperating Temperature : 0~55°C ( 32~131°F)

Operating Humidity : 0~95% ( non condensing)

Weight ( Magnet): 1.1 kg (士1%)
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Compliance:EN61000/EN60730

Voltage Input:12VDC/24VDC

Current Draw:12V 1 500mA; 24Vi250mA(+5%)

Shear holding Force:up to 1200kg

Output:bond sensor

Operating Temperature :0~55°C (32~131°F)

Operating Humidity : 0~95% (non condensing)

Weight(Magnet):1.2 kg (土1%)

Dimensions:

Magnet -(L)1 82x(W)30x(T)25mm

Armature-(L)182x(w)30x(T)23.8mm

Compliance:EN6 1000/EN60730
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